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Abstract 
Uniaxial dynamic modulus is a standard test used to determine the viscoelastic behavior of 
asphalt pavement materials, with the standard analysis generating a Master Curve. One 
alternative to the master curve approach is a Black Space diagram, which is a rheological plot 
that can delineate either dynamic modulus |E*| or shear modulus |G*| vs. phase angle (δ). In this 
study, four asphalt binders were tested with one aggregate blend. One of these four binders was 
unmodified and the other three were modified with polymers and acids. Additionally, 
Polyphosphoric acid (PPA) is compared to the more traditional SBS polymer modification. PPA 
is currently prohibited in Arkansas because of a lack of information on its field performance. 
Three tests were performed: Uniaxial |E*|, Indirect Tension (IDT |E*|), and Torsion Bar |G*|. 
Traditional Master Curves and Black Space diagrams were plotted to have a comparison between 
all materials. The results show that Black Space diagram plotted with the Torsion Bar |G*| 
configuration is able to more clearly identify viscoelastic behavior of asphalt pavement materials 
in comparison with the master curve approach.  
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I. Introduction 
 
Asphalt pavement is commonly used in transportation roads because of its beneficial properties 
and characteristics. For instance, asphalt roads can be built easily with a low cost, in comparison 
with other materials, and provide a smooth and safe quality riding surface (Wagoner et al., 
2005). Every year, a significant amount of money is invested in designing, constructing, and 
maintaining asphalt pavement, due to external factors such as traffic loads, environmental 
conditions, construction practices and material properties that can deteriorate asphalt pavement 
(Behbahani et al., 2013).   
Fatigue cracks, (Figure 1a) which are created by traffic loading, generally form at the bottom of 
the asphalt layer, where the tensile stress and strain are the highest, and propagate upward to the 
surface with repeated traffic loads (Khattak, 2013). Consequently, it is necessary to rehabilitate 
the pavement when the riding surface is unacceptable (Mobasher et al., 1997). Rutting, also 
results from traffic loads. For instance, (Figure 1b) shows a permanent path into the pavement. 
Other factors, such as deformation of the subgrade and erosion, contribute to rutting (Cao et al., 
2016). Cracking is often associated with the elastic characteristics of a material (higher elasticity 
tends to lead to more cracking), while rutting is often associated with the viscosity characteristics 
of a material (higher viscosity tends to lead to more rutting).  
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a)  Fatigue Cracks      b) Rutting 
Figure 1. Most common asphalt concrete pavements' distresses: cracking and rutting (by 
author) 
 
In order to determine the properties of the asphalt concrete materials, which are viscoelastic in 
nature, various tests and analysis techniques are often used. For example, the Dynamic Modulus 
|E*| Test can define the asphalt mixtures’ response in both elastic and viscous components. |E*| 
is defined as the material stiffness and is reliable to identify distresses like cracking and rutting in 
asphalt pavements (Naik et al., 2014).   Master curves are used to analyze the data obtained from 
complex modulus test. The purpose of the master curves on asphalt mixtures is to compare wider 
the ranges of temperatures or frequencies. Master curves uses the principle of superposition 
which permits that the data measured from the test at different temperatures and frequencies can 
be shifted in a horizontal way and consequently lined up to form a master curve (Clyne et al., 
2003).  
 
A Black Space diagram can delineate a dynamic modulus such as shear modulus (G*) and phase 
angle (δ) (Romero, 2013). Phase angle (δ) in a visco-elastic material like asphalt which can be 
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defined as the “time delay of a material’s reaction to an applied load during a sinusoidal type 
test” (Romero, 2013). The complex shear modulus G* “is a complex number that is defined by 
the ratio of shear stress to shear strain” (ASTM, 2014). The complex modulus E* “is a complex 
number that defines the relationship between stress and strain for a linear viscoelastic material” 
(AASHTO, 2014). Additionally, Black Space diagram is a rheological tool which is beneficial to 
evaluate elasticity and stiffness of a material by using or not the time-temperature superposition 
in order to transform to the reduced frequency (Menching et al., 2015). The values for Black 
Space diagram can be measured in a uniaxial form from the Dynamic Modulus (AASHTO T 
342) test, and in the Indirect Tensile form from the Indirect Tension Test, IDT |E*|, (Kim et al., 
2004) using the samples configuration from AASHTO T 322. This study looks to generate Black 
Space diagram by obtaining the shear linear viscoelastic modulus (|G*|) in the torsion bar 
configuration and the dynamic linear viscoelastic modulus (|E*|) in both the uniaxial and indirect 
tension configuration.  
In addition to exploring the Black Space diagram, this study includes the evaluation of the effects 
of Polyphosphoric Acid (PPA), which is a polymer that modifies a neat asphalt binder in order to 
improve asphalt concrete performance (Baumgarder et al., 2010). There are some concerns in the 
state of Arkansas about the usage of PPA as a modifier binder due to uncertainties about how it 
reacts with other polymers and its effects on the environment (Li et al., 2011). The results of this 
study will contribute information to the state of Arkansas on the usage of PPA. 
The objectives of this paper are: 
 Test the shear dynamic modulus from the torsion bar test (|G*|) and dynamic modulus 
from uniaxial and indirect tension (uniaxial |E*| and IDT |E*|) at different temperatures 
and frequencies.  
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 Investigate the relationship between the Shear Modulus (|G*|) and phase angle (δ) by 
creating a Black Space diagram. 
 Compare the relationship between |E*| and |G*| plotted in Master Curves and Black 
Space diagram. 
 Investigate the effects that PPA and other polymers have in the values calculated for 
Black Space diagram. 
II. Background 
Elasticity is a behavior of many materials used in Civil Engineering. An elastic response occurs 
when a material experiences deformation while an external force is applied, but because the 
material is not damaged, the deformation fully recovers when the force is removed. Stress and 
strain are two common measurements used to quantify linear elastic materials. Stress is a 
physical quantity that represents the internal force, whereas strain measures the deformation 
(Timoshenko, 1953).  
Understanding the relationship between stress and strain at different temperatures and loading 
frequencies in asphalt pavements is necessary to obtain a satisfactory pavement design and 
analysis. Theories of elasticity, viscoelasticity, and elasto-visco-plasticity have been used to 
analyze flexible pavements. Westergaard, in 1927, first used the elastic theory to analyze 
Portland cement concrete pavements (Taherkhani et al., 2008). Then, Burmister, in 1943, 
established an elastic theory for a two-layer pavement (Taherkhani et al., 2008). This theory 
explains that the materials which are comprising the layers are assumed to be homogenous, 
isotropic, and linear elastic. For elastic analysis, the principal parameters used are the Elastic 
Modulus and Poisson’s Ratio. These parameters can also be used for other analysis in 
viscoelastic and elasto-visco-plastic. These values in asphalt concrete are frequently found using 
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empirical values or theoretical equations. Other models were used for asphalt concrete 
characterization, including stress and strain analysis and rutting predictions in asphalt pavements. 
This model, which includes non-linear effects, is called the linear viscoelastic model (Taherkhani 
et al., 2008). 
The dynamic modulus test, which finds |E*|, is useful to characterize the stress/strain behavior in 
the asphalt concrete pavements. The purpose of this test is to simulate the traffic loads and the 
deformation caused on the pavements (Yang et al., 2015). Papazian, in 1962, described how the 
viscoelastic test was performed on asphalt pavement. In order to measure the dynamic modulus 
(Eq.1), a sinusoidal stress was applied to a cylindrical specimen with an established frequency 
and it also measured a sinusoidal strain using the same frequency. Additionally, the test 
considers using different given frequencies and controlled temperatures. Uniaxial dynamic 
modulus |E*| test is the standard test used in material characterization, so it is not considered a 
new concept for asphalt mixtures. Consequently, after more than 50 years, researchers still use 
these concepts (Clyne et al., 2003).  
                      |𝐸∗| =  
𝜎𝑜
𝜀𝑜
         (1) 
Where:  𝜎𝑜 is stress and 𝜀𝑜is strain.  
However, many of these empirical values, equations, and laboratory experiments can be both 
time consuming and require significant laboratory equipment. Therefore, it is worth exploring 
ways to plot Black Space diagram in order to gain additional data and information from existing 
data collected from dynamic modulus. One such relationship exists between the shear modulus, 
the elastic modulus and the phase angle (Di Benedetto et al., 2004). 
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A. Black Space Diagram 
Black Space diagram, which represents a plot of complex stiffness modulus versus phase angle, 
is used usually as a rheological tool that helps to evaluate material properties such as stiffness 
and elasticity associated by using or not using the time-temperature superposition principle in 
order to transform decreased frequency or time domain (Mensching et al., 2015). 
 
Figure 2. Example of a Black Space Diagram for mixture - |E*| vs. phase angle (from 
Mensching et al., 2015) 
 
Black Space diagram can be related to low-temperature feature due to the fact that phase angle 
illustrates the relaxation. Figure 2 shows a Black Space diagram for a mixture where a peak 
phase angle value for stiffness is seen because of the combination of asphalt binder and the 
aggregate. Therefore, at high temperatures the aggregate structure starts to control its behavior 
because the asphalt binder presents low stiffness and viscous flow. At low temperatures other 
factors, such as mix volumetrics, aggregate, and binder stiffness, dominate behavior (Mensching 
et al., 2015). 
Figure 3 gives a plot of a Black Space diagram where laboratory and plant design is compared. 
This figure indicates how a Black Space diagram can be interpreted. For instance, if the diagram 
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of the mixture has a low phase angle value, it represents that the mixture is more elastic. On the 
other hand, if the phase angle is high, the mixture is more viscous. For a stiffer mixture, the 
dynamic modulus should be high (Rastegar, 2016).  
 
Figure 3.  Black Space Diagram of a Plant vs. Laboratory (from Rastegar, 2016) 
 
 
B. Dynamic Modulus vs. Shear Modulus  
 
In order to obtain the results for this research, Dynamic Modulus |E*| from the uniaxial and 
indirect tensile configurations and Shear Modulus |G*| from the torsion bar configuration were 
used. The dynamic modulus │E*│and shear modulus |G*| will obtain the master curves to 
characterize the asphalt concrete (AASHTO, 2014). For asphalt materials, the traditional test 
configuration is uniaxial (Yang et al., 2015), run with AASHTO T 342.  The Indirect Tensile 
configuration (IDT │E*│) does not have a specification, but Kim et al. (2004) implemented an 
analysis using indirect tensile mode in dynamic modulus. IDT │E*│can be executed from 150 
mm diameter sample from the laboratory or field (Yang et al., 2015).  
8 
 
The geometry for torsion bar to obtain |G*| is helpful for forensic assessment of pavements that 
are in-service, and one advantage is that this test can be used when there is not enough material 
for other tests (Yang et al., 2015). Complex Shear Modulus G* and phase angle (δ) are obtained 
from the Dynamic Shear Rheometer (DSR) which is used to characterize asphalt binder 
behavior, such as elastic and viscous. Figure 4 shows the components of Complex Modulus G*. 
Figure 4a represents the storage modulus G’ (G prime) which is the elastic recoverable part, and 
Figure 4b represents the loss modulus G” (double prime) which is the viscous non-recoverable 
part (Roberts et al., 1996). 
 
a)  Loss Modulus    b) Storage Modulus 
Figure 4. Components of Complex Modulus G* 
C. Asphalt Modifiers  
 
In the United States, the use of polymers and acid as modifier binders are very popular because it 
is believed that they increase rutting and cracking resistance of asphalt concrete (Li et al., 2011). 
Polyphosphoric Acid (PPA) is a polymer that modifies the asphalt concrete in order to improve 
its performance (Baumgarder et al., 2010). In some states, such as Arkansas, the use of PPA is 
banned due to the lack of research on its effects combined with other polymers (Li et al., 2011). 
In this research, the PPA effects in asphalt concrete and how it behaves depending on the test 
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results will be evaluated. Another examples of polymers and acid are the following: Styrene-
Butadiene-Styrene (SBS), Liquid Anti-Strip (LAA), and Elvaloy.  
Several researchers did studies using PPA alone and combined with other polymers in order to 
investigate its properties by performing Uniaxial |E*| Dynamic Modulus. In 2011, Li et al., used 
four modified asphalt binders to construct their mixtures. The unmodified binder type used was 
PG 52-34. The modified binder polymers used were: PPA, PPA + Elvaloy, SBS, and SBS + 
PPA.  One of the purpose of this study was to make a stiffness comparison between the polymer 
modifications and chemical modifications. Figure 5 shows the results obtained for Uniaxial |E*| 
Dynamic Modulus. The lowest dynamic modulus was obtained from the mixture modified with 
PPA + Elvaloy at high frequencies which is the low-temperature region. However, in low 
frequencies this mixture obtained higher dynamic modulus in the region of high temperature. 
The remaining three mixtures’ dynamic modulus were very similar to each other in the high 
frequencies, but PPA has the lowest dynamic modulus between the three mixtures in the low 
frequencies.  
 
Figure 5. Dynamic Modulus master curve (from Li et al., 2011) 
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Moreover, Bennert et al., in 2010, performed a Uniaxial |E*| dynamic modulus test using SBS 
and PPA + SBS in their mixtures. The unmodified binder used was PG 64-22 and was modified 
to obtain PG 76-22. The results showed that in long term oven aging, the dynamic modulus were 
similar for both mixtures. Nonetheless, in short term oven aging, SBS + PPA showed slightly 
higher modulus than the SBS.  
Another study, by Clyne et al, in 2012, used a binder of PG 58-34 combined with 0.75% PPA 
only, 0.3% PPA + 1.0 % SBS polymer, 2.0% SBS polymer only, and 0.3% PPA + 1.1% Elvaloy 
polymer. The results showed that PPA + Elvaloy had the higher dynamic modulus at low 
frequencies and the lowest dynamic modulus at the highest frequencies. The remaining 
combinations had similar results. However, the SBS + PPA combination had higher dynamic 
modulus in the high frequencies. 
III. Materials and Methods 
A. Materials 
 
In order to study the benefits from the Black Space diagram, various mixtures were tested in the 
lab. To make a valid comparison, four binder types were used, where one binder type was 
unmodified and the other three were modified. Asphalt binder of PG 64-22, which is typically 
used in Arkansas, was used as the unmodified binder. In addition, three different acids and 
polymers were added to enhance the asphalt binder as listed below: 
 PG 64-22 (unmodified base binder) = PG64 
 PG 70-22 (base PG 64-22 modified with + 0.5% PPA) = PG70PPA 
 PG 70-22 (base PG 64-22 modified with + 0.5% PPA + 0.5% LAA) = PG70PPAL 
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 PG 70-22 (base PG 64-22 modified with + 2% SBS) = PG70SBS 
The aggregate used was 9.5 mm nominal maximum aggregate size which was collected from 
Van Buren, Arkansas. Aggregates such as 1/2” Chips, 3/8” VB Gr Chips, Manufactured Sand, 
1/4” Screening, and Concrete Sand were used to make the mixture samples. The volumetric mix 
design is a fine graded mix because the gradation passes above the primary control sieve (PCS). 
The mix design properties of the binder were: 6.2% of optimal asphalt binder, 4.0% of air voids, 
16% of VMA, 71.9% of VFA, and 1.26 fines to asphalt ratio. 
B. Laboratory Testing  
 
Mixture samples were compacted in the laboratory with 7% air void for all four binder types and 
different geometries. Each geometry depends on the test performed. Therefore, Table 1 presents 
a test matrix with the geometries and tests that were performed. 
Table 1. Proposed Geometry and Samples to perform Black Space Diagram 
Test Geometry Volume (mm3) Replicates 
Uniaxial (|E*|) 
Diameter = 100 mm 
Height =  150 mm 
(Figure 6) 
1,180,000 3 per binder 
 IDT │E*│ 
Diameter = 150 mm 
Thickness= 38 mm 
(Figure 7) 
672,000 
2/ Uniaxial |E*| 
3 per binder 
Torsion Bar |G*|  
12.5 mm x 6.5mm x 
50mm 
(Figure 8) 
4,100 
288/ Uniaxial |E*| 
9 per binder 
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Figure 6. Uniaxial |E*| Geometry 
 
Figure 7. Indirect Tensile (IDT │E*│) Geometry 
 
 
Figure 8. Torsion Bar |G*| Geometry 
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The tests that were performed are the following: 
Table 2. Test Matrix 
Test Source Temperatures ℃ Frequencies 
 
Uniaxial |E*| 
(Figure 9) 
 
 
AASHTO T 342-11 
 
-10, 4, 21, 37, and 54 
 
0.1, 0.5, 1.0, 5, 10, 
and 25 Hz. 
 
IDT │E*│ 
(Figure 10) 
Kim et al., 2004 -10, 4, 21, 37, and 54 
 
0.1, 0.5, 1.0, 5, 10, 
and 25 Hz. 
 
 
Torsion Bar |G*| 
Figure (11) 
ASTM D7552 
-10, 0, 10, 20, 30, 40, 
50, and 60 
100, 63.1, 39.8, 25.1, 
15.8, 10.0, 6.3, 4.0, 
2.5, 1.6, 1.0, 0.6, 0.4, 
0.3, and 0.2 rad s ⁄ . 
 
 
 Uniaxial Dynamic Modulus (AASHTO T 342-11): 
Uniaxial dynamic modulus test gives the values needed to measure the range of temperatures and 
loading frequencies in order to obtain master curves to help to characterize asphalt concrete 
(AASHTO, 2014). Therefore, a dynamic modulus test (Figure 7) was conducted on cylindrical 
specimens with a 100 mm diameter and a 150 mm height (Figure 6).  
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Figure 9. Uniaxial |E*| Test 
 
 Indirect Tensile Test  (IDT │E*│) (Kim et al., 2004): 
The Indirect Tensile (IDT │E*│) does not have a specification. However, Kim et al. (2004) 
proposed an analysis in dynamic modulus using indirect tension mode. The Indirect Tensile 
(IDT) test was conducted on cylindrical specimens of 150 mm of diameter and 38 mm of height 
(Figure 8).  
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Figure 10. IDT |E*| Setup 
 
 Complex Shear Modulus (ASTM D7552): 
The shear modulus is a material property of the asphalt concrete. Thus, the Dynamic Shear 
Rheometer is a test that gives the value of the Shear Modulus. Depending on the Shear Modulus 
value, the pavement will have a lower or higher deformation. In other words, mixtures will 
experience lower permanent deformation when they present higher shear modulus than the other 
mixtures that result in lower shear modulus values. The complex shear modulus used samples of 
50 mm in length, 12.5 mm in width, and 6.5 mm in thickness (Figure 10).  
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Figure 11. Torsion Bar |G*| Setup 
IV. Results 
 
In order to make valid comparisons between the standard master curves and the Black Space 
diagram, the four binder types used were plotted in both methods. The master curves for 
Uniaxial |E*| and Torsion Bar |G*| were constructed based on AASHTO R 62 using the 
following coefficients for fitting the curves: 𝛼 = 3.0, 𝛽 =  −1.0, 𝛿 = 0.5, 𝛾 = −0.5, 𝑎1 = 0.10,
𝑎𝑛𝑑 𝑎2 = 0.0010. For IDT |E*| the master curves were first plotted using the same coefficients 
as AASHTO R 62, but the isotherms values were unreasonable because they did not overlap 
between temperatures. Therefore, it was used other coefficients proposed in the study by Yang et 
al., 2015, for IDT |E*| configuration, which are: 𝛼 = −1.1, 𝛽 =  0.8, 𝛿 = 4.0, 𝛾 = 0.4, 𝑎1 =
0.10, 𝑎𝑛𝑑 𝑎2 = 0.0010. The equation (Eq. 2) used for master curves is the following:   
log |𝐸 ∗ | =  𝛿 +  
𝛼
1+𝑒𝛽+𝛾 log 𝑓𝑟
         (2) 
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A. Master Curves 
For Dynamic Modulus |E*|, both the Uniaxial and IDT tests have differences in the value ranges 
and plots. First, Uniaxial |E*| plot (Figure 12) shows that for PG70SBS is stiffer than the other 
three binders in the low frequencies which is the high temperature region. However, in the high 
frequencies had the lowest dynamic modulus which is the low temperature region. It is 
interesting that the remaining mixtures which were PG64, PG70PPA,  and PG70PPAL had very 
similar dynamic modulus along both regions. The values ranged from 350 MPa to 14,000 MPa. 
In comparison with the results of this study and the literature found, there are some differences. 
For example, in 2011, Li et al., it was obtained very similar dynamic modulus between SBS and 
PPA mixtures. The behavior of PPA + Elvaloy (Figure 5) is more similar as the PG 70-22 + SBS 
behavior in this study.  
Moreover, IDT |E*| master curve (Figure 13) shows that the materials behave different than the 
Uniaxial |E*|. The mixture PG64 had the lowest dynamic modulus in both low frequencies and 
high frequencies. For low frequencies, PG70PPA, PG70PPAL, and PG70SBS had very similar 
dynamic modulus. However, at high frequencies PG70SBS had higher dynamic modulus than 
PG70PPA, and PG70PPAL, which remain both very similar. The values ranged from 550 MPa 
to 10,000 MPa.  
Furthermore, Torsion Bar |G*| master curve (Figure 14) showed similar behavior as the IDT |E*| 
results in the high frequencies region. The four materials have the same trending in the low 
frequencies. For instance, PG70SBS is stiffer than the other three materials in the high frequencies. 
For PG70PPA and PG 70PPAL, both graphs stayed in almost the same position. However, PG64 
show a lower stiffness than the other materials in the high frequencies. The values ranged from 2 
MPa to 7,000 MPa. The Torsion Bar |G*| curves are also shown on a log-log plot (Figure 15) so 
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that differences in the low reduced frequency range can be more easily observed.  In this figure, 
the difference in the SBS modified binder is apparent, while the PPA modified binders do not 
deviate from the neat binder behavior at higher temperatures and lower frequencies. 
 
Figure 12. Uniaxial |E*| Dynamic Modulus Master Curve 
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Figure 13. IDT |E*| Dynamic Modulus Master Curve 
Figure 14. Torsion Bar |G*| Master Curve 
0
3000
6000
9000
12000
15000
1.0E-05 1.0E-03 1.0E-01 1.0E+01 1.0E+03 1.0E+05 1.0E+07 1.0E+09
(|
E
*
|,
 M
P
a
)
Reduced Frequency  (Hz)
PG64 PG70PPA PG70PPAL PG70SBS
0
3000
6000
9000
12000
15000
1.0E-07 1.0E-05 1.0E-03 1.0E-01 1.0E+01 1.0E+03 1.0E+05 1.0E+07
|G
*
| 
(M
P
a
)
Reduced Frequency (Hz)
PG 64 PG 70-22PPA PG 70PPAL PG70SBS
20 
 
 
Figure 15. Torsion Bar |G*| in Log Configuration Master Curve 
B. Black Space Diagram 
 
For Uniaxial |E*| dynamic modulus (Figure 16), for all four materials, there are not clear 
differences in stiffness, elasticity or viscosity. For IDT |E*| (Figure 17), the four materials 
behave almost the same as Uniaxial |E*|. Therefore, there are no differences in the properties that 
Black Space diagram shows. On the other hand, for Torsion Bar |G*| (Figure 18), there are 
differences in elasticity and viscosity which are the properties related to complex shear modulus 
|G*|. PG 64, PG70PPA, PG 70PPAL show to be a more viscous material. Nonetheless, 
PG70SBS is more elastic. The phase angle ranges between 3 and 26 degrees for Uniaxial |E*|, 
between 0 and 33 for IDT |E*| and from 6 to 55 degrees for Torsion Bar |G*|.  
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Figure 16. Uniaxial |E*| Dynamic Modulus Black Space Diagram 
Figure 17. IDT |E*| Black Space Diagram 
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Figure 18. Torsion Bar |G*| Black Space Diagram 
C. Statistical Test 
 
For the comparison between the differences in the materials in each tests, ANOVA test was 
performed assuming that the data was normally distributed. The null hypothesis indicates that there 
is no significant difference between the materials, and the alternative hypothesis indicates that 
there is a significant difference between the materials. The program used to perform the data 
analysis was MiniTab. In order to make a comparison between the materials tested, another test 
was performed which measure multiple comparisons between materials named Tukey’s Method.  
The results showed (Table 3) that for master curves, Uniaxial |E*| test had differences in PG70SBS 
material in the values of dynamic modulus with the other mixtures as is showed in the plotted 
master curve. For IDT |E*| test, the values of dynamic modulus are similar between each other, so 
there are no differences. Finally, for Torsion Bar |G*| test, Tukey’s method showed differences 
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between PG70SBS and PG70PPAL, and between PG70SBS and PG64 in the values of shear 
modulus |G*|. Therefore, the only materials that are similar are the PG70PPA and PG70PPAL. 
Table 3. ANOVA and Tukey’s Method for |E*| Dynamic Modulus. 
Test Material P-Value Tukey’s Method 
Uniaxial |E*| 
4 binder types 0.000 PG70SBS ≠ 3 binders 
Without SBS 0.221 All similar 
IDT |E*| 4 binder types 0.199 All similar 
Torsion Bar |G*| 4 binder types 0.000 
PG70PPA = 
PG70PPAL 
 
ANOVA and Tukey’s Method were also applied for the values of phase angle in Black Space 
diagram and showed the following results (Table 4): For Uniaxial |E*| test, it shows differences in 
the degrees between PG70SBS and the other mixtures. Moreover, for IDT |E*| test there are some 
differences between PG70SBS and the other mixtures. Finally, for Torsion Bar |G*| test, there 
were significant differences between PG70SBS and PG64, and between PG70SBS and 
PG70PPAL. Therefore, the only materials that are similar are the PG64 and PG70PPAL. 
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Table 4. ANOVA and Tukey’s Method for phase angle. 
Test Material P-Value Tukey’s Method 
Uniaxial |E*| 
4 binder types 0.005 PG70SBS ≠ 3 binders 
Without SBS 0.291 All similar 
IDT |E*| 
4 binder types 0.004 
PG70SBS ≠ 
PG70PPA 
PG70SBS ≠ 
PG70PPAL 
Without SBS 0.487 All similar 
Torsion Bar |G*| 4 binder types 0.000 PG64 = PG70PPAL 
 
 
V. Discussion 
 
The results obtained clearly show how different results the three tests and both methods can 
bring. The four binder types behave in different ways also depending on its geometries. Uniaxial 
|E*| and IDT |E*| configurations presented almost same values between all four binder materials 
for Black Space diagram which was very difficult to evaluate the material about the elastic and 
viscous components of the asphalt compared with master curves. However, master curves show 
the clearly the characterization of the material by showing the property of stiffness.  For instance, 
IDT |E*| tended to have flatter curves than Uniaxial |E*|, where the lowest and highest values of 
|E*| were trimmed from the IDT |E*|.  Therefore, the Uniaxial configuration was able to provide 
more information about the lowest temperature/highest frequency and highest 
temperature/lowest frequency characteristics of asphalt pavement materials 
25 
 
Torsion bar |G*| had much less information about the lowest temperature/highest frequency 
versus the two traditional tests, but provided much more information about the highest 
temperature/lowest frequency, which highlighted the potential benefits of SBS polymer 
modification versus the other three asphalt pavement materials. It also highlights that the torsion 
bar configuration and testing regime can give more information about the regions when the 
material behaves in a more viscous fashion versus elastic. 
For Black Space diagram Torsion Bar |G*|, there is a significant difference of four material’s 
behavior when the phase angle is greater than 30°.  This region is a transition between elastic 
dominated behavior (G’ > 45°) and viscous dominated behavior (G’’>45°).  The unmodified 
binder PG64 shows the most viscous behavior, which indicates a higher susceptibility to rutting.  
While the PPA modified mixtures introduce more elastic behavior, the mixture with the highest 
elastic component is the SBS modified mixture.  This shows that PPA may not be as capable of 
preventing rutting as SBS mixtures.  However, in the lower phase angle regions, where the 
temperatures are lower and the loading rates are higher, the four mixtures show very similar 
behavior, indicating that fatigue cracking performance and low temperature cracking 
performance would be similar. 
 
VI. Conclusions  
 
The purpose of this study was to make comparison between Uniaxial |E*|, IDT |E*|, and Torsion 
Bar |G*| by plotting both master curves and Black Space diagram. Additionally, four binder 
materials were tested: PG64, PG70PPA, PG70PPAL, and PG70SBS. The results showed that 
there were differences between the test performed and the methods to assess the materials.  
26 
 
The conclusion in the finding of this study were the following: 
 Black Space diagram is an effective tool that helps to assess material properties in 
order to compare stiffness, elasticity, and viscosity. 
 The Black Space diagrams were similar for Uniaxial |E*| and IDT |E*|, but did not 
provide strong information about the elastic and viscous components of the asphalt 
pavement materials.  
 PPA alone and combined with SBS showed to have properties of reducing rutting and 
cracking.  
 The Black Space diagram of the Torsion Bar |G*| showed more information than the 
two traditional tests: Uniaxial |E*| and IDT |E*|, with significant information about 
the viscous components (higher phase angle values, large G’’ component).   
 SBS mixtures using the torsion bar |G*| shows a clear difference of benefiting from 
rutting resistance. 
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